. BDG International, Inc. | Air Cargo Specifications

International Forwarder, Customs Broker, Trade Consultant, Drawback Specialist

88" x 125" Structural Igloo
with Netted Front (1A5 Series)
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88" x 125" Pallet with Net

(DC-8 Freighter Contour)
(P1G. PAPA, PAG Series)

Half Size Lower Deck
Container (LD-3)
Forkliftable (DvA series)
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This unitis designed for use on DC-8 Freighters, but may also be used on
the 747 “Combi” Upper Deck.

RATE CLASSIFICATION 3

MAX EXTERNAL DIMENSIONS 125"Lx88"Wx81"H
MAX NET WEIGHT 12,660 Ibs.

TARE WEIGHT 640 Ibs.

MAX GROSS WEIGHT 13,300 Ibs.

APPROX. INTERNAL VOLUME 440 cu. ft.

FLOOR LOADING LIMIT 300 Ibs. per sq. ft.

This unit is designed for use on DC-8 Freighters, but may also be used on
the 747 “Combi” Upper Deck.

RATE CLASSIFICATION 3

MAX EXTERNAL DIMENSIONS 125"Lx88"Wx80"H
MAX NET WEIGHT 13,035 Ibs.

TARE WEIGHT 265 Ibs.

MAX GROSS WEIGHT 13,300 Ibs.

APPROX. INTERNAL VOLUME 450 cu. ft.

FLOOR LOADING LIMIT 300 Ibs. per sq. ft.

This unit is designed for use on 747 and L 1011 Aircraft.

RATE CLASSIFICATION 8

MAX EXTERNAL DIMENSIONS 79"Lx60"Wx64"H
MAX NET WEIGHT 3,175 Ibs.

TARE WEIGHT 325 Ibs.

MAX GROSS WEIGHT 3,500 Ibs.

APPROX. INTERNAL VOLUME 146 cu. ft.

FLOOR LOADING LIMIT 200 Ibs. per sq. ft.

88" x 125" Full Width Lower Deck
Container (LD9) (AA2, AAP Series)
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88" x 125" Pallet with Net & Non-
Structural Igloo (Lb-7) (UAK series)
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60.4" x 125" Full Width Lower
Deck Container (LD-5)
Forkliftable (DwB series)

This unitis designed for use on 747, 767 and L 1011-500 Aircraft.

This unitis designed for use on 747, L 1011-500 and 767 Lower Decks.

This unitis designed for use on 747 and L 1011 Aircraft.

Container

Container

RATE CLASSIFICATION 5 RATE CLASSIFICATION 5 RATE CLASSIFICATION 6

MAX EXTERNAL DIMENSIONS 125" L x88" W x 64" H MAX EXTERNAL DIVENSIONS 125" L x88" W x 62" H MAX EXTERNAL DIMENSIONS 125" L x 60" W x 64" H

MAX NET WEIGHT 12,860 Ibs. MAX NET WEIGHT 12,786 Ibs. MAX NET WEIGHT 6,005 Ibs.

TARE WEIGHT 440 Ibs. TARE WEIGHT 514 Ibs. TARE WEIGHT 495 Ibs.

MAX GROSS WEIGHT 13,300 Ibs. MAX GROSS WEIGHT 13,300 Ibs. MAX GROSS WEIGHT 6,500 Ibs.

APPROX. INTERNAL VOLUME 367 cu.ft. APPROX. INTERNAL VOLUME 341 cu. ft. APPROX. INTERNAL VOLUME 245 cu.ft.

FLOOR LOADING LIMIT 300 Ibs. per sq. ft. FLOOR LOADING LIMIT 200 Ibs. per sq. ft. FLOOR LOADING LIMIT 200 Ibs. per sq. ft.
58" x 41" x45" Shipper Owned 42" x 29" x 25.5" Shipper Owned Licenses

C-TPAT
NVOCC

IATA
FMC

CHB

This unit is for use on 747, 767, DCB and L 1011/500, freighter Aircraft.

RATE CLASSIFICATION D
MAX EXTERNAL DIMENSIONS 58"Lx42"Wx45"H
MAX GROSS WEIGHT 1,750 Ibs.

This unitis for use on all Aircraft.

RATE CLASSIFICATION E
MAX EXTERNAL DIMENSIONS 42"Lx29"Wx25.5"H
MAX GROSS WEIGHT 498 Ibs.

BDG World Headquarters
840 Tollgate Rd.
Elgin, IL 60123

T: 847.760.0000
F: 847.760.0005

www.bdginternational.com
sales@bdginternational.com

All dimensions and weights are estimated and subject to variances based on equipment manufacturer, US DOT and State DOT requirements.

Recipient of the President's "E" Award for Export Service




